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Features & Benefits
 V Cast-in steel floor socket for superior strength

 V Demountable Bollard Cores simply lift out and DROP 
back in

 V Avoids all the costly needs for excavating and casting-in 
Potted Bollards

 V Available as Heavy Duty & Super Duty specification

 V Choice of Bollard Cover Kit colour schemes including 
50mm reflective band for nightime visibility

 V Heavy Duty Specification – 168mm dia Steel / 210mm 
dia overall, 1260mm above ground height

 V Super Duty Specification – 219mm dia Steel / 260mm 
dia overall 1560mm above ground height

 V Installation; HD = 200mm Dia Diamond Core, SD = 
250mm Diamond Core (200mm Deep)

 V DB210-1260-BY – DROP Bollard, 1260mm High, 168/210mm Dia, 
Black & Yellow

 V DB210-1260-GW – DROP Bollard, 1260mm High, 168/210mm 
Dia, Green & White

 V DB210-1260-RW – DROP Bollard, 1260mm High, 168/210mm 
Dia, Red & White

Part No.s – Heavy Duty

Technical Specification
UK Manufacture
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Demountable DROP Bollards 
(Heavy Duty & Super Duty)
A heavy & super duty bollard system that enables you to 
lift out, remove and or replace bollard cores without the 
need for excavating.

 V DB260-1560-BY – DROP Bollard, 1560mm High, 219/260mm Dia, 
Black & Yellow

 V DB260-1560-GW – DROP Bollard, 1560mm High, 219/260mm 
Dia, Green & White

 V DB260-1560-RW – DROP Bollard, 1560mm High, 219/260mm 
Dia, Red & White

Part No.s – Super Duty


