PRODUCT SPECIFICATION SHEET

Floor Lane Marking Tape

Catalogue Text

» Tough, durable self-adhesive tapes
» Highlights hazards or restricted areas
« Easy to use applicator also available

e Available in 50mm or 75mm

Our range of lane marking tapes can be used to mark stairways, colour code walkways,

workstation or storage areas within stores and warehouses.

Material Specification

Self-adhesive Fixing

Heavy duty, premium
industrial quality solid colour
self-adhesive vinyl.

Pre-application tests are
recommended to confirm
surface suitability.

Parameter Specification
Colour Various

Roll width 50mm/75mm
Roll length 33 metre

Total thickness

0.15mm +/- 0.01mm (ASTM D1000-04)

Film thickness

0.135mm +/- 0.01mm (ASTM D1000-04)

Adhesive thickness

0.015mm +/- 0.01mm (ASTM D1000-04)

Width tolerance

+/-1.0mm

Length tolerance

+/- 500mm

Peel adhesion

>1.6N/cm (ASTM D1000-04)

Tensile strength

>20N/cm (ASTM D1000-04)

Elongation

>150% (ASTM D1000-04)

Storage temperature

Normal room temperature

Application temperature

From 0°C to +50°C

Temperaure resistance

From -12°C to +80°C

Lead content

<100ppm

Shelf life

2 years if away from moisture, temp
extremes and direct sunlight

All the above data is for reference only.
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